| hBRI-STEEL

EENIANUEACTURING INC:

Mill Test Certificate

Product: Seamless Carbon Steel Pipe Product Heat Numbaer: BSM-1865 Product Size: 205140

Production Methed: Hot Expansion Product Heat Treatment: As-rolled

Production Date:
Certificate No.: MTR- Q01151

Bri-Steel Marnufacturing Inc.

2125-64 Avenue, Edmonton, AB Canada TEP 124
Tel: 001 {780} 469-6603

Fax: 001 (780} 469-6586

www.bri-steel.com

May 27, 2014

Praduct Standards; ASME B36.10-2004, ASTM/ASME A/SAL06-2013 Grade 8 NDE, A/SA53-2012 Grade B Type S, NACE MR0175-2009 MRO103-2010
Product Markings B NPS 20 5CH 140 1.750 INCHWT SMLS 2014/05 NDE
e HEAT BSM-1865 (PIPE # LENGTH MASS) 341.11b/ft ASTM/ASME A/SA106 GR B A/SAS3 GR B NACE MR0O175/MR0103 MADE [N CANADA
Product: Details Non-Destructive Testing
Heat Test Type Product Size Pieces | Length Mass Geiger | Ras. Mag. | Visual oD uTt uTt ET HydroTest End
b/t WR/hr Gauss Insp. WT  |ASTM E213|ASTM E309 Condition
BSM-1865 Heat NPS 20 SCH 140 1.75Cin. WT 5 DRL 341.1 <5 <10 Pass Pass Pass Pass Pass - Plain End
Chemical Analysis fwt%)
Heat Steelmaking Method Test Type C Mn P S Si Cr Cu Mo Ni v Ti Nb B CE{lIW}] CE(CSA)
BSM-1865 waﬂ nﬁ«__ﬁm__mﬂm Ladle Refining: Vacuum Heat 0.13 1.00 0.002 | 0.002 0.25 0.05 0.06 0.01 0.02 0.003 | 0.004 | 0.001 | 0.0001 - -
cegos; Fully e Product | 0.13 | 1.00 | 0.018 | 0004 | D26 | 0.04 | 0.06 | 001 | 0.03 | 0.004 | 0.005 | 0.001 | 0.0003 | 0.1 | 0.31
Mechanical Properties
Heat Test Type Microstructure Hardness. Flattening Test Tension Test Yield (Rt0.5) Tensile (Rm} Y/T ‘Elongation (A}
50mm Gl psi pst {Rt0.5/Rm) %
BSM-1865 Heat Ferrite & Pearlite 75 HRBW Pass Longitudinal; 19,05 mm xWT 37,100 63,000 0.59 55
Heat Test impact Test Temp Impact Energy % Shear Laters) Expansion
Standard Sampie Details °C J J J AVG % % % AVG | mm mm mm | AVG
BSM-1865 - - - - - - - - » - - - - - -
Additional Details: Mill Test Certificate approved by:
v We hereby certify that this pipe product was manufactured, sampied, tested and inspected by BrAi-Steel Manufacturing nc. in
accordance with ASTM/ASME A/S4106-2013 Grade B A/SAS3-2012, and the purchase order requirements, and that the results
meet the corresponding requirements.
¥/ This pipe product meets the sour service requirements of NACE MRO175/150 15156-2:2009 Annex A2 for Region 3 Sour . ﬁmr\,)) Sune _02. Zoly

Service-2009 NACE MRCA03-2010 Section 2.1
¥ No weld repairs have been performed on this product,
¥ This product has not come Into contact with mercury during the 8ri-Steel Manufacturing processes.
v This certificate represents 2 quality control system that is compliant with EN 10204:2004 Type 3.1.

.lI..il....l.]lEE
Tonya Lam, C.ET.
Assistant QA Manager



Product;

Production Method:

Product Standards:

Product Markings

IVIANUFACTIRING ING

Seamless Carbon Steel Pipe

Hot Expansion
ASME B36.10-2004, ASTM/ASME A/SA106-2013 Gracle B NDE, A/SA53-2017 Grade B Type 5, NACE MRO175-2009 MRO103-2010

Product Heat Number:

Product Heat Treatment:

Mill Test Certificate

BSM-1865
As-rolled

Product Size: 208120

NPS 20 3CH 120 1.500 INCHWT SMLS 2014/05 NDE
mn-m.v._umm-l
HEAT BSM-1865 (PIPE # LENGTH MASS) 296.41h/ft ASTM/ASME A/SAI06 GR B A/SAS3 GR B NACE MRO175/MRI103 MADE IN CANADA

Production Date:

Certificate No.: MTR-

Bri-Steel Manufacturing Inc.

2125-64 Avenue, Edmonton, AB Canada T6P 174

May 27, 2014
001152

Tel: 003 (780} 469-6603
Fax: Q01 (780} 469-6986
www.bri-steel com

Product: Details Non-Destructive Testing
Heat Test Type Product Size Pieces | lLength Mass Geigar | Res. Mag. | Visual oD uT ur ET HydroTest End
b/t WR/hr Gauss Insp. WT ASTM E213|ASTM E309 Conditian
BSVI-1865 Heat NP5 20 8CH 120 1.500in. WT 5 DRI 2964 <5 <10 Pass Pass Pass Pass Pass - Plain End
Chermical Analysis [wt3%)
Heat Steelmaking Method Test Type C Mn P S Si Cr Cu Mo Ni v Ti Nb B CE(IIW) | CE(CSA)
BSM-186%  |Blast furnace; EAF; Ladle Refining; Vacuum Heat: 0.13 1.00 0.002 | 0.002 0.26 0.05 Q.06 0.01 0.02 0.003 | 0.004 | 6.001 | 0.0001 - -
Degs; Fuly illed Product | 0.23 | 1.00 | 0.018 | 0.004 | 0.26 | 0.04 | 0.06 | 0.01 | 0.03 | 0.004 | 0.005 | 0.001 | 0.0003 | 631 | 031
Mechanical Properties
Heat Test Type Microstructure Hardness Flattening Test Tension Test, Yield {Rt0.5) Tensile (Rm} Y/t Elongation (A)
50mm GL pst psi (Rt0S/Rm) %
BSM-1865 Heat Ferrite & Pearlite 75 HRBW Pass: Longitudihal; 19.05 mm x WT 37,100 63,000 0.59 . 55
Heat Test Impact Test Temp Imipact Energy % Shear Lateral Expansion
Standard Sample Details C J ] ) AVG % % % AVG | mm mm mm | AVG
B3M-1865 - - - - - - - - - - - - - - -

Additional Details:

v W= hereby certify that this pipe product was manufactured, sampled, tested sud inspected by Bri-Steel Manufacturing Inc. in
actordance with ASTM/ASME A/$SAZ06-2013 Grade B A/SA53-2012, and the purchase order requirements, and that the results
meet'the corresponding requirements.

+""This pipe praduct meets the sour servite requirentents of NACE MRO175/150 15156-2:2000 Annex A2 foi Region 3 Sour
Service-2009 NACE MR0O103-2010 Section 2.1

+ No weld repairs have bean performed on this produoct.
v This product has not come inte contact with mercury during the Bri-Steel Manufacturing processes.
¥ This certificate reprasents a quality control system that is compliant with EN 10204:2004 Type 3.1,

o} ToLERMcEs AS pER AP SL

Mill Test Certificate approved by:

Svuné .02 Loll}

Tonya Lam, C.ET.
Assistant OA Manager
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Product:

Production Method:

Product Standards:

Product Markings

BRI-STEEL

VIANUEACTURING INC.

Seamless Carbon Steel Pipe

Hot Expansion

ASME B36.10-2004, ASTM/ASME A/SA106-2013 Grade B NDE, A/SA53-2012 Grade B Type S, NACE MRQ175-2009 MR0O103-2010

Product Heat Number:

Preduct Heat Treatment:

Mill Test Certificate

BSM-1865

As-rolied

Product Size; 208120

NP5 20 SCH 120 1.500 INCHWT SMLS 2014/05 NDE
BRI-STEEL ’
AT HEAT BSM-1865 (PIPE # LENGTH MASS) 296.41b/ft ASTM/ASME A/SA106 GR B A/SAS3 GR B NACE MRO175/MRO103 MADE IN.CANADA

Production Date:
Certificate. No.: MTR-

Bri-Steel Mamufacturing Inc.

2125-64 Avenue, Edmenton, AB Canada TP 124

May 27, 2014
001152

Tel: 001 {730) 469-6503
Fax: 001 (780} 469-6986
www.bri-steel.cam

Praduct: Details Non-Destructive Testing
Heat Test Type Product Size Piaces | Length Mass Geiger |Res.Mag.| Visual oD Ut uT ET HydroTest End
b/t HR/hr Gauss Insp. WT  JASTM EZ13| ASTM Condition
ESM-1865 Heat NP3 20 5CH 120 1.500in. WT 5 DRL 296.4 <5 <10 Pass Pass Pass Pass Pass - Plaln End
Chemical Analysis (wt%)
Heat Steelmaking Method Test Type C Mn P S Si Cr Cu Mo Ni v Ti Nb B CE{lIW}| CE{CS5A)
BSM-1865  |Blast Furnace; EAF; Ladle Refining; Vacuum Heat 0.13 1.00 0002 | 0.002 | 0.26 0.0% 0.06 0.01 0.02 | 0003 | 0.004 | Q.001 | 0.0001 - -
Degas; Fully Mied Product | 013 | 1.00 | 0.018 | 0.008 | 0.26 | 0.04 | 0.06 | 0.0 | 0.03 | 0.004 | 0.005 | 0.001 | 0.0003 | 631 | 031
Mechanical Propertles
Heat Test Type Microstructure Hardness Flattening Test Tension Test Yield. (Rt0.5}) Tensile (Rm) Y/T Elongation{A)
50mm GL psi psi {R10.5/Rm}) %
BSM-1865 Heat, Ferrite & Pearlite 75 HRBW Pass Longitudinal; 19.05 mm x WT 37,100 63,000 0.59 55
Heat Test Impact Test Temp Impact Energy % Shear Lateral Expansion
Standard Sample Detalls C I 1 i AVG % | % % AvG | mm | mm mm | AVG
BSM-1865 - - - - - - - - - - - - - - -
Additional Details: Mill Test. Certificate approved by:
¥ We hereby certify that this pipe product was manufactured, sampled, tested and inspected by Bri-Steel Manufacturing Inc. in
accordance with ASTM/ASME AfSA106-2013 Grade B A/SAS3-2012, and the purchase order requirements, and that the results
meet the corresponding requirements,
¥ This pipe product meets the sour service requiremants of NACE MROLT5/ISO 15156-2:2008 Annex A2 for Reglon 3 Sour | ﬂlnﬂu z PT

Service-2009 NACE MR0103-2020 Section 2.1
v No weld repairs have been performed on this product,
¥ This product hasnot came into contact with mercury during the Bri-Steel Manufacturing processes.
¥ This certificate represents a qualtty control system that is comphiant with N 10204:2004 Type 3.1.

Tonya Lam, CET,
Asslstant QA Manager




Bri-Steel Manufacturing Inc,

- . e 2125-64 Avenue, Edmonton, AB Canada TGP 124
Mill Test Certifi cate Tel: 001 (780) 469-6603
Fax: 001 {780) 469-6986

www . bri-steel.com

Product: Seamless Carbon Steel Pipe Product Heat Number: BSM-1865 Product Size: 205120 Production Date; May 27, 2014
Preduction Method: Hot Expansion Product Heat Treatment: As-rolled Certificate No.: MTR- 001152
Product Standards: ASME B36.10-2004, ASTM/ASME A/SA106-2013 Grade B NDE, A/SA%3-2012 Grade B Type $, NACE MRO175-2009 MRO103-2010

Product Markings T E-SFERSL] NP5 20 SCH 120 1.500 INCHWT SMLS 2014/05 NDE
T HEAT BSM-1865 (PIPE # LENGTH MASS) 296.41b/ft ASTM/ASME A/SAL08 GR B AfSAS3 GR B NACE MRO175/MR0O103 MADE IN CANADA
Product: Details Non-Destructive Testing
Heat Test Type Praduct Size Pieces | Length Mass Geiger | Res.Mag.{ Visual oD uT uT ET HydroTest End
’ l/ft pR/he Gauss insp. WT  {ASTM E213| ASTM Condition
BSM-1865 Heat NPS 20 SCH 120 1.500in. WT 5 DRL 256.4 <5 <10 Pass Pass Pass Pass Pass - Plain End
Chemical Analysis {wts6}
Heat _ Steelmaking Method Test Type c Mn p s St Cr Cu Mo Ni v Ti Nb 8 CE(lIW)| CE(CSA}
BSM-1865  [Blast mcmz_‘._zmﬁ__m%nm Ladle Refining; Yacuum Heat 0.13 1.00 0.002 { Q.002 0.26 0.05 .06 0.01 0.02 0.003 0.004 | 0.001 | 0.0001 - -
Degas Fully Product { 0.13 | 100 | 0.018 | 0.004 | 026 | 004 | 008 | 0.01 | 008 | 0.004 | 0.005 | 0.001 | 0.0003 | 031 | ©0.31
Mechanical Properties
Heat Test Type Microstructure Hardness Flattening Test Tension Test Yield (Rt0.5) | Tensile (Rm} ¥/ Elongation (A)
S0 GL psi psi {Rt0.5/Rm) %
BSM-1865 Heat Ferrite & Pearlite 75 HRBW Pass Longitudinal; 19.05 mm x WT 37,100 63,000 0.59 35
Heat Test Impact Test Temp Impact Energy % Shear Lateral Expansion
Standard Sample Details °C J J J AVG. % % % AVG mm mm mm | AVG
BSM-1865 - - - - - - - - - - - - - - -

Additional Detatls:

¥ We hereby certify-that this pipe product was manufactured, sampled, tested and Inspected by Bri-Stee! Manufacturing Inc, in
accordance with ASTM/ASME A/SAL06-2013 Grade B A/$AS3-2012, and the purchase order requirements, and that the results
meet the carresponding requirements.

Mill Test Certificate approved by:

¥ This pipe product meets the sour serviee requirements of NACE MROL75/1S0 15156-2:2009 Anhex AZ for Region 3 Sour | R ﬁ.Qr}J\J -2 N2 2eod G
Service-2009 NACE MRO103-2010 Section 2.1
v No weld repairs have been performed on this product. Tonya Lam, C.ET.

v"This product has not.come into contact with mercury during the Bri-Stee! Manufacturing processes. Assistant QA Manager

' This certificate reprasents a quality control syster that Is compfiant with EN-10204:2004 Type 3.1.




