Bri-Steel Manufacturing Inc.

. . 2125-64 Avenue, Edmonton, AB Canada T6P 124
Mill Test Certificate Tel: 001 (780) 463-6603
Fax: 001 (780) 469-6986

www.bri-steel.com

BRI-STEEL

JUEACTURINGIINC:

Product: Seamless Carbon Steel Pipe Product Heat Number: BSM-1901 Product Size: 24560 Production Date: Jun 17, 2014
Preduction Method: Hot Expansion Product Heat Treatment: As-rolled Certificate No.: MTR- (01191
Product Standards: ASME B36.10-2004, AP] 5L-45th Ed. Grade B PSL1, ASTM/ASME A/SA106-2013 Grade B/C NDE, A/SA53-2012 Grade B Type S, NACE MRO175-2009 MR0103-2010

Product Markings _ ..u mnnum.-.mmrw <API & 1/C No.> API SPEC 5L NPS 24 SCH 60 0.963 INCHWT GR B PSL1 SMLS 2014/06 NDE 1800PS
rmnzmEnnnee HEAT BSM-1901 {PIPE # LENGTH MASS) 238.11b/ft ASTM/ASME A/SA106 GR B/C A/SA53 GR B NACE MRO175/MR0103 MADE IN CANADA

Product: Details Non-Destructive Testing
Heat Test Type Product Size Pieces Length Mass Geiger |Res.Mag.| Visual oD uTt uT ET HydroTest End
Ib/ft WR/hr Gauss Insp. WT ASTM E213| ASTM  [1900pPSl)/ 55| Condition
BSM-1901 Heat NPS 24 SCH 60 0.96%in. WT 4 DRL 238.1 <5 <20 Pass Pass Pass Pass Pass Pass Plain End
Chemical Analysis (wt%})

Heat Steelmaking Method Test Type C Mn P S Si Cr Cu Mo Ni v Ti Nb B CE(l1W) | CE(CSA)

BSM-1901  |Blast Furnace; EAF; Ladle Refining; Vacuum Heat 0.15 0.91 0.001 | 0.004 0.31 0.06 0.05 0.02 0.03 0.001 | 0.003 | 0.001 } 0.0004 - -
e MG Product | 0.21 | 0.89 | 0.014 | 0.003 | 029 | 006 | 0.06 | 003 | 0.03 | 0.002 | 0.002 | 0.001 | 0.0004 | 0.38 | 0.38

Mechanical Properties

Heat Test Type Microstructure Hardness Flattening Test Tension Test Yield (Rt0.5) Tensile (Rm) Y/T Elongation (A)
50mm GL psi psi (Rt0.5/Rm) %
BSM-1501 Heat Ferrite & Pearlite 83 HRBW Pass Longitudinal; 19.05 mm x WT 54,500 73,500 0.74 44
Heat Test Impact Test Temp Impact Energy % Shear Lateral Expansion
Standard Sample Details °C I J J AVG % % % AVG mm mm mm | AVG
BSM-1901 - - = = = w w " = & % - % . o
ottt hal Patalls: Mill Test Certificate approved by:

+ We hereby certify that this pipe product was manufactured, sampled, tested and inspected by Bri-Steel Manufacturing Inc. in
accordance with APl 51-45th Ed., ASTM/ASME A/SA106-2013 Grade B/C A/SA53-2012, and the purchase order requirements,
and that the results meet the corresponding requirements.

v This pipe product meets the sour service requirements of NACE MRO175/ISO 15156-2:2009 Annex A2 for Region 3 Sour Y. ﬂ P Vo e e &Muvf\rp " ~ 0_ . 2 _\ .J\
Service-2009 NACE MRO103-2010 Section 2.1 =

Tonya Lam, C.E.T.

v No weld repairs have heen performed on this product.
Assistant QA Manager

¥ This product has not come into contact with mercury during the Bri-Steel Manufacturing processes.
¥ This certificate represents a quality cantral system that is compliant with EN 10204:2004 Type 3.1.
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ANUFACTURINGINEG!

Mill Test Certificate

Jun 17,2014
001191

Product: Seamless Carbon Steel Pipe Product Heat Number: BSM-1901 Product Size: 24560 Production Date:

Production Methad: Hot Expansion Product Heat Treatment: As-rolled Certificate No.: MTR-

Product Standards: ASME B36.10-2004, AP] 5L-45th Ed. Grade B PSL1, ASTM/ASME A/SA106-2013 Grade B/C NDE, A/SA53-2012 Grade B Type S, NACE MR0O175-2008 MR0103-2010

<API & L/C No.> API SPEC 5L NPS 24 SCH 60 0.969 INCHWT GR B PSL1 SMLS 2014/06 NDE 1900PSI
-1901 {PIPE # LENGTH MASS) 238.11b/ft ASTM/ASME A/SA106 GR B/C A/SA53 GR B NACE MRD175/MR0103 MADE IN CANADA

Product Markings

 A\BRI-STEEL

Tz HEAT BSM

Product: Details Non-Destructive Testing
Heat Test Type Product Size Pieces Length Mass Geiger |Res.Mag.| Visual QD uT uT ET HydroTest End
Ib/ft uR/hr Gauss Insp. WT ASTM E213| ASTM  |1900pSi/ 55| Condition
BSM-1801 Heat NPS 24 SCH 60 0.969in. WT 4 DRL 238.1 <5 <20 Pass Pass Pass Pass Pass Pass Plain End
Chemical Analysis (wt3)
Heat Steelmaking Method Test Type C Mn p S Si Cr Cu Mo Ni v Ti Nb B CE{IIW) | CE(CSA)
BSM-1901  |Blast Furnace; EAF; Ladle Refining; Vacuum Heat 0.19 0.91 0.001 | 0.004 0.31 0.06 0.05 0.02 0.03 0.001 | 0.003 | 0.001 | 0.0004 - -
; Eully Kill
Degas; Fully Killed Product 0.21 0.89 0.014 0.003 0.28 0.06 0.06 0.03 0.03 0.002 | 0.002 | 0.001 { 0.0004 | 0.38 0.38
Mechanical Properties
Heat Test Type Microstructure Hardness Flattening Test Tension Test Yield (Rt0.5) Tensile (Rm}) Y/T Elongation (A)
50mm GL psi psi {Rt0.5/Rm) %
BSM-1901 Heat Ferrite & Pearlite 83 HRBW Pass Longitudinal; 19.05 mm x WT 54,500 73,500 0.74 44
Heat Test Impact Test Temp Impact Energy % Shear Lateral Expansion
Standard Sample Details °C ! J ] AVG % % % AVG mm mm mm AVG
BSM-1901 - s = : 2 - z > - - s - - - =
Additionsl Betalls: Mill Test Certificate approved by:
v'We hereby certify that this pipe product was manufactured, sampled, tested and inspected by Bri-Steel Manufacturing Inc. in
accordance with API 5L-45th Ed,, ASTM/ASME A/SA106-2013 Grade B/C A/SA53-2012, and the purchase order requiraments,
and that the results meet the corresponding requirements.
v This pipe product meets the sour service requirements of NACE MRO175/150 15156-2:2009 Annex A2 for Region 3 Sour LL(IFNV\Y(J 2u \ & s o0/ r\
Service-2009 NACE MR0103-2010 Section 2.1 S

v No weld repairs have been performed on this product.
¥ This product has not come into contact with mercury during the Bri-Steel Manufacturing processes.
¥ This certificate represents a quality control system that is compliant with EN 10204:2004 Type 3.1.

Tonya Lam, C.E.T.
Assistant OA Manager
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Bri-Steel Manufacturing Inc.
2125-64 Avenue, Edmonton, AB Canada T&P 174

Tel: 001 (780) 469-6603
Fax: 001 (780) 469-6586
www.bri-steel.com

Product Standards: ASME B36.10-2004, API 5L-45th Ed. Grade B PSL1, ASTM/ASME A/SA106-2013 Grade B/C NDE, A/SA53-2012 Grade B Type $, NACE MR0175-2009 MR0O103-2010
Product Markings w : -m mn_um.-.mm-i_ <AP| & L/C No.> API SPEC 5L NPS 24 SCH 60 0.969 INCHWT GR B PSL1 SMLS 2014/06 NDE 1900PS!
- rraemEnem HEAT BSM-1901 {PIPE # LENGTH MASS) 238.11b/ft ASTM/ASME A/SA106 GR B/C A/SA53 GR B NACE MRO175/MR0103 MADE IN CANADA
Product: Details Non-Destructive Testing
Heat Test Type Product Size Pieces | Length Mass Gelger | Res.Mag. | Visual oD uT uTt ET HydroTest, End
Ib/ft HR/hr Gauss Insp. WT ASTM E213] ASTM  [1900psl/ 55| Condition
BSM-1801 Heat NPS 24 SCH 60 0.969in. WT 4 DRL 238.1 <5 <20 Pass Pass Pass Pass Pass Pass Plain End
Chemical Analysis {wt%)
Heat Steelmaking Method Test Type C Mn P 5 Si Cr Cu Mo Ni v Ti Nb B CE{LW)] CE(CSA}
BSM-1901  |Blast _EB_M_E _m“_.." Ladle Refining; Yacuum Heat 0.19 0.91 0.001 | 0.004 0.31 0.06 D.05 0.02 0.03 0.001 0.003 0.001 | 0.0004 - =
Hes iy e Product | 0.21 | 0.8% | 0.014 | 0.003 | 0.29 | 0.06 | 0.06 | 0.03 | 0.03 | 0.002 | 0.002 | 0.001 | 0.0004 | 0.38 | 0.38
Mechanical Properties
Heat Test Type Microstructure Hardness Flattening Test Tenslon Test Yield (Rt0.5) Tensile (Rm) Y/T Elongation (A)
50mm GL psi psi {RtD.5/Rm} %
BSM-1901 Heat Ferrite & Pearlite 83 HRBW Pass Longitudinal; 19.05 mm x WT 54,500 73,500 0.74 44
Heat Test Impact Test Temp Impact Energy % Shear Lateral Expansion
Standard Sample Details °C ] ] 1 AVG % % % AVG mm rmm mm | AVG
BSM-1501 8 . - s - = - & - - = : . . “
Aditiopa Hetails: Mifl Test Certificate approved by:
v We hereby certify that this pipe product was manufactured, sampled, tested and inspected by Bri-Steel Manufacturing Inc. in
accordance with AP 51-45th Ed., ASTM/ASME A/SA106-2013 Grade B/C A/SA53-2012, and the purchase order requirements,
and that the results meet the corresponding requirements.
¥ This pipe product meets the sour service requirements of NACE MRO175/1S0 15156-2:2000 Annex A2 for Region 3 Sour IS ﬁgr\uJ\J \Mx\)h. i nw Lo/ F\

Service-2009 NACE MR0103-2010 Section 2.1
v/ No weld repairs have been performed on this product,
v 'This product has not come into contact with mercury during the Bri-Steel Manufacturing processes.
+ This certificate represents a quality control system that is compliant with EN 10204:2004 Type 3.1,

S ————— e

Tonya Lam, C.E.T.
Assistant QA Manager




Bri-Steel Manufacturing Inc.
2125-64 Avenue, Edmonton, AB Canada TeP 124

Mill Test Certificate Tel: 001 (780) 469-6603

Fax: 001 (780) 469-6986
www . bri-steel,com

Product: Seamless Carbon Steel Pipe Product Heat Number: BSM-1901 Product Size: 24560 Production Date: Jun 17, 2014

Production Method: Hot Expansion Product Heat Treatment: As-rolled Certificate No.: MTR- 001191

Product Standards: ASME E36.10-2004, API 51-45th £d, Grade 8 PSL1, ASTM/ASME A/SA106-2013 Grade B/C NDE, A/SA53-2012 Grade B Type S, NACE MR0175-2009 MR0103-2010

wn- STEEL <API & L/C No.> API SPEC 5L NPS 24 SCH 60 0.369 INCHWT GR B PSL1 SMLS 2014/06 NDE 1900PSI

Product Markings
HEAT BSM-1901 (PIPE # LENGTH MASS) 238.11b/ft ASTM/ASME A/SA106 GR B/C A/SA53 GR B NACE MR0O175/MR0103 MADE IN CANADA

Praduct: Details Non-Destructive Testing
Heat Test Type Product Size Pieces Length Mass Geiger |Res.Mag.| Visual op uT uTt ET HydroTest End
Ib/ft uR/hr Gauss Insp. WT ASTM E213| ASTM  |1900PSl/ 5s| Condition
BSM-1801 Heat NPS 24 SCH 60 0.969in. WT 4 DRL 238.1 <5 <20 Pass Pass Pass Pass Pass Pass Plain End

Chemical Analysis {wt%)

Heat Steelmaking Method Test Type C Mn P S Si Cr Cu Mo Ni \ Ti Nb B CE(lw)| CE(CSA)
BSM-1901 [Best Furnace; EAF; Lol Refiig; Vacuum Heat | 0.19 | 091 | 0.001 | o004 | 031 | 0.06 | 0.05 | 0.02 | 003 | 0.001 | 0.003 | 0.001 | 0.0004] - -
Begsipgy s Product | 0.21 | 0.89 | 0.014 | 0.008 | 029 | 0.06 | 006 | 003 | 003 | 0.002 | 0.002 | 0.001 | 0.0004 | 038 | 0.38

Mechanical Properties

Heat Test Type Microstructure Hardness Flattening Test Tension Test Yield (Rt0.5) Tensile (Rm) Y/T Elongation {A)
50mm GL psi psi (Rt0.5/Rm) %
BSM-1901 Heat Ferrite & Pearlite 83 HRBW Pass Longitudinal; 19.05 mm x WT 54,500 73,500 0.74 44
Heat Test Impact Test Temp Impact Energy % Shear Lateral Expansion
Standard Sample Details °C J I ] AVG % % % AVG mm mm mm AVG
BSM-1901 - - - - - - - - - - - - - - -
Raditiona] Cetelks: Mill Test Certificate approved by:

¥ We hereby certify thal this pipe product was manufactured, sampled, tested and inspected by Bri-Steel Manufacturing Inc. in
accordance with AP 51-45Lh Ed., ASTM/ASME A/SA106-2013 Grade B/C A/SA53-2012, and the purchase order requiremenits,
and that the resuits meet the corresponding requirements,

v/ This pipe product meets the sour service requirements of NACE MRO175/ISO 15156-2:2009 Annex A2 for Region 3 Sour . Y ﬁP YTy .“F&\?D .19 . 2o/ .VN
Service-2009 NACE MR0O103-2010 Section 2.1 e ——
Tonya Lam, CET.

v/ No weld repairs have been performed on this product,
¢ This product has not come into contact with mercury during the Bri-Steel Manufacturing processes.
v This certificate represents a quality control system that is compliant with EN 10204:2004 Type 3.1.

Assistant QA Manager




IBRI-STEEL

\CTURING INC.

Mill Test Certificate

Product; Seamless Carbon Steel Pipe Product Heat Number: BSM-1901 Product Size: 24560

Production Method: Hot Expansion Product Heat Treatment: As-rolled

Production Date:

Certificate No.: MTR-

Bri-Steel Manufacturing Inc.

2125-64 Avenue, Edmonton, AB Canada T6P 124
Tel: 001 (780) 469-6603

Fax: 001 {780) 469-6986

www . bri-steel.com

Jun 17, 2014
001191

Product Standards: ASME B36.10-2004, API 5L-45th Ed. Grade B PSL1, ASTM/ASME A/SA106-2013 Grade B/C NDE, A/SA53-2012 Grade B Type 5, NACE MR0175-2009 MR0103-2010
Product Markings i.mmﬂ_nm.ﬂmmr_ <AP| & L/C No.> API SPEC 5L NP5 24 SCH 60 0.96% INCHWT GR B PSL1 SMLS 2014/06 NDE 1500PS|
e HEAT BSM-1901 (PIPE # LENGTH MASS) 238.11b/ft ASTM/ASME A/SA106 GR B/C AfSAS3 GR B NACE MRO175/MR0103 MADE IN CANADA
Product: Details Non-Destructive Testing
Heat Test Type Product Size Pieces Length Mass Geiger |Res.Mag.| Visual (6]8] uT uT ET HydroTest End
b/t uR/hr Gauss Insp. WT ASTM E213| ASTM  |1900ps)/  5s| Condition
85M-1901 Heat NPS 24 SCH 60 0.969in. WT 4 DRL 238.1 <5 <20 Pass Pass Pass Pass Pass Pass Plain End
Chemical Analysis (wt%)
Heat Steelmaking Method Test Type C Mn P S Si Cr Cu Mo Ni Y% Ti Nb B CE{lI'W}| CE({CSA)
BSM-1901  |Blast Egmna._wpr Ladle Refining; Vacuum Heat 0.19 0.91 0.001 | 0.004 0.31 0,06 0.05 0.02 0.03 0.001 | 0.003 | 0.001 | 0.0004 - -
pegesllgilel Product | 0.21 | 0.89 | 0.014 | 0.003 | 029 | 0.06 | 0.06 | 003 | 003 | 0.002 | 0.002 | 0.001 | 0.0004 | 0.38 | 0.38
Mechanical Properties
Heat Test Type Microstructure Hardness Fiattening Test Tension Test Yield (Rt0.5) Tensiie (Rm) Y/T Elongation (A)
50mm GL psi psi (Rt0.5/Rm) %
BSM-1801 Heat Ferrite & Pearlite 83 HRBW Pass Longitudinal; 19.05 mm x WT 54,500 73,500 0.74 44
Heat Test Impact Test Temp Impact Energy % Shear Lateral Expansion
Standard Sample Details °C J ) J AVG % % % AVG | mm mm mm | AVG
BSM-1901 - - - - - - - - - - - - - “ -
Additional Diepatls: Mill Test Certificate approved by:
v We hereby certify that this pipe product was manufactured, sampled, tested and inspected by Bri-Steel Manufacturing Inc, in
accordance with API 51-45th Ed., ASTM/ASME A/SA106-2013 Grade B/C A/SAS3-2012, and the purchase order requirements,
and that the results meet the corresponding requirements.
v/ This pipe product meets the sour service requirements of NACE MROL75/150 15156-2:2009 Annex A2 for Region 3 Sour L ﬁﬂy\/\j s L w ﬂ\ - NMUM m*
Service-2009 NACE MR0103-2010 Section 2.1 et
v No weld repairs have been perfarmed on this product. Tonya Lam, CET.
Assistant QA Manager

¥ This product has not come into contact with mercury during the Bri-Steel Manufacturing processes.
v This tertificate represents a quality control system that is compliant with EN 20204:2004 Type 3.1.




