Bri-Steel Manufacturing inc.
2125-84 Avenue, Edmontan, AB Canada TeP 174

¥ BRIi- L . e
E n- ml-lmm _.S___ ._.m.m._” ﬁm—..n_._.._nmﬂm Tel: 001 (780) 469-6603
B MIANUFACTURING INC. | Fax: 001 (780) 469-6986

wiww bri-stesl.com

Product: Seamless Carban 5teel Pipe Product Heat Number: B5M-1927 Product Size: 24560 Production Date: Jul 07, 2014
Production Method: Hot Expansion Product Heat Treatment: As-ralled Certificate No.: MTR- 001217
Product Standards: ASME B36.10-2004, API 5L-45th Ed. Grade B PSL1, ASTM/ASME A/SA106-2013 Grade B NDE, A/SAS3-2012 Grade B Type 5, NACE MRO175-2009 MRO103-2010

Product Markings J\ H—-E <AP| & L/C No.> AP| SPEC 5L NPS 24 SCH 50 0.969 INCHWT GR B PSL1 SMLS 2014/07 NDE 1900PS!
HEAT B5M-1327 (PIPE # LENGTH MASS) 238.11b/ft ASTM/ASME A/5A106 GR B AfSA53 GR B NACE MRO175/MRO103 MADE IN CANADA

Product: Details Won-Destructive Testing
Heat Test Type Product Size Preces Length Mass Geiger | Res. Mag. | Visual oD uT uT ET HydroTest End
Iyt HR/hr Gauss Insp. WT  |ASTMEZ213| ASTM  |1500psi/ 5s| Condition
B5M-1927 Heat NP5 24 SCH 60 0.969in. WT 6 DAL 238.1 <5 <20 Pass Pass Pass Pass Pass Fass Plain End

Chemical Analysis [wi3)

Heat Steelmaking Method Test Type c M P 13 Si Cr Cu Ma Mi v Ti Nb B CE[InW) | CE{CSA)
B5M-1927 “._nz_ :"::w _”ﬂ Ladle Refiring: Vacuwm Heat 0.19 088 | 0010 | 0.006 | 0.24 0.07 0.07 0.02 0.06 0.0003 - -
R FRE R Product 0.21 0.85 0.011 | 0.007 0.25 0.07 0.07 .02 0.05 0003 | 0.00L | 0001 | 00003 | 0.38 0.38

Mechanical Properties

Heat Test Type Microstructure Hardness Flattening Test Tension Test Yield (Rt0.5) | Tenslle (Rm} Y/T Elongation [A)
S0mm GL psi psi (Rt0.5/Rm) %

BSM-1927 Heat Ferrite & Pearlite 75 HRBW Pass Longitudinal; 19.05 mm x WT 41,300 65,500 0.63 48

Heat Tast Impact Test Temp Impact Energy % Shear Lateral Expansion

Standard sample Details . v J ] J ANG [ . % VG mm mm mm AVG
BSM-1927 - . - : . - - . - - - - - -
ti | L :
ARdDAcHa Dekiin il Test Certificate approved by:

+ We hereby cartify that this pipe product was manufactured, sampled, tested and inspected by Bri-Stesl Manufacturing Inc. In
accordance with API 5L-45th Ed., ASTMSASME A/5A106-2013 Grade B A/5A53-2012, and the purchase order requirements, and
that the resulls meat the correspanding requirements.

+ This pipe product meets the sour service requirements of NACE MRD175/150 15156-2:2008 Annex A2 for Reglon 3 Sour —Fi EQJ = 8. gST. 2ol
Service-2009 NACE MRO103-2010 Section 2.1 —_—

¥ Mo weld repairs have been performed on this product.

+ This product has not come into contact with mercury during the Bri-Steel Manufacturing processes.

¥ This certificate represents a quality controd system that is compliant with EN 10204:2004 Type 3.1.

Torya Lam, CET.
Agsistant A Manager




ﬂun-lmﬂlmmr : o 2125-6¢ Avenue, E..HMMM_ Hnﬁhmﬂm_.. Yep T2
- Mill Test Certificate Tel: 001 (780) 469-6603
Fax: D01 (780) 469-6986

wwew bri-steel.com

NMAMUEACTURING INC,

-

Preduct:  Seamless Carbon Steel Pipe Product Heat Number: BSM-1927 Product Size: 24560 Production Date: Jul 07, 2014
Production Method: Hot Expansion Product Heat Treatment: As-rolled Certificate Mo.: MTR- 001217
Praduct Standards:  ASME B35.10-2004, API 50-45th Ed. Grade B PSL1, ASTM/ASME A/SA105-2013 Grade B NDE, A/5A53-2012 Grade B Type 5, NACE MRO175-2009 MRO103-2010

Product Markings SN E =i ] <AP! & L/CNo.> API SPEC SLNPS 24 SCH 60 0.960 INCHWT GR B PSL1 SMLS 2014/07 NDE 190051

——rrrrrarnreere HEAT BSM-1927 (PIPE # LENGTH MASS) 238.116/ft ASTM/ASME A/5A106 GR B Af/5A53 GR B NACE MRO175/MROL03 MADE IN CANADA

Praduct: Details MNon-Destructive Testing
Heat Test Type Produet Size Pieces | Length Mass Geiger |Res. Mag.| WVisual oD uT uT ET HydroTest End
Iyt R hr Gauss Insp. WT  |ASTMIE213| ASTM  |1900psi/ Ss| Condition
BSM-1927 Heat NPS 24 SCH &0 0.96%in. WT & DRL 2381 <5 <10 Pass Pass Pass Pass Pass Pass Plain End

Chemical Analysis [wi)

Heat Steelmaking Method Test Type C M P 5 S Cr Cu Mo Ni v Ti Mb B CE(lIW) | CE(CSA)

BSM-1927 | Bt Fumnace; EAF; Ladte Refining Viacyom Heat 0.19 0.88 0.010 | 0.006 | 0.24 0.07 0.07 0.02 0.06 0.0003 - -

PR Uy I Product | 0.21 | 085 | o011 | 0.007 | 025 | 0.07 | 007 | 002z | 005 | 0.003 | o.001 | 0.001 | 0.0003 | 038 | 0.38

Mechanical Properties

Heat Test Type Microstructure Hardness Flattening Test Tension Test Yield (Rt0.5) Tensile (Rm) Y/T Elongation (A)
S0mm GL psi psi (Rt0.5/Rm) e
BSM-1927 Heat Ferrite & Pearlite 75 HRBW Pass Longitudinal; 19.05 mm x WT 41,300 65,500 0.63 46
Heat Test Impact Test Temp Impact Energy % Shaar Lateral Expansion
Standard Sample Datails *C [ F] i AVG % -4 % AVG mm mm mm AVG
B5M-1927 - - . . - . . - - - - - . - -

Additional Details:

v We hereby certify that this pipe product was manufactured, sampled, tested and inspected by Bri-Steel Manulacturing Ine. in
accordance with API 5L-85th Ed., ASTM/ASME A/SA106-2013 Grade B A/5A53-2012, and the purchase order requirements, and
that the resuits meet the correspanding requirements.

Mill Test Certificate approved by:

+ This pige product meets the sour service requirements of MACE MRO175/1S0 15156.2:2008 Annex A2 for Region 3 Sour |5 Fu,u\vd./ l.w.ffmm.) I . 204y
Service-2009 NACE MRO103-2010 Section 2.1 N ~

+ No weld repairs have bean perfarmed an this praducl. Toeya Lam, CET.

« This product has not come into conlact with mereury duting the Bri-Steel Manufacturing processes, Asgistamt QA Manager

¥ This certificate represents a quality control system that is compliant with EN 10204:2004 Type 3.1,




Product:

Production Method:

Product Standards:

Product Markings

EABRI-STEEL

MANUFACTURING ING

Seamless Carbaon 5teel Pipe

Haot Expansion
ASME B36.10-2004, AP] 5L-45th Ed. Grade B P5L1, ASTM/ASME A/5A106-2013 Grade B NDE, A/5A53-2012 Grade B Type 5, MACE MRO175-2009 MRO103-2010

Praduct Heat Number:

Product Heat Treatment:

Mill Test Certificate

B5M-1927

Product Size: 24560
As-rolled

Production Date:
Certificate Mo.: MTR-

e RIS TEEL | <A & L/C No.> AP| 5PEC 5L NPS 24 SCH 60 0.963 INCHWT GR B PSL1 SMLS 2014/07 NDE 1900P5)
s HEAT BSM-1927 (PIPE # LENGTH MASS) 238, 1ib/ft ASTM/ASME A/5A106 GR B A/SA53 GR B NACE MRO175/MROL03 MADE IN CANADA

Jul 07, 2014

001217

Bri-steel Manufacturing Inc,
2125-64 Avenue, Edmonton, AB Canada T&P 124
Tel: 001 {780) 469-65603
Fax: 001 (780) 469-6386

whww biri-stesl . com

Product: Details Men-Destructive Testing
Hoat Test Type Product Size Pieces | Lenpgth Mass Geiger | Res. Mag. | Visual oD uT ur ET HydraTast End
byt WR S hr Gauss Insp. WT ASTME213| ASTM  |1800psl)f Ss| Condition
BSM-1927 Heak NP5 24 SCH 60 0.969in, WT B DRL 238.1 <5 <20 Pass Pass Pass Pass Pass Pass Plain End
Chemical Analysis (wi%e)
Heat Steelmaking Mathod Test Type C M P 5 Si Cr Cu Mg N W Ti Nb B CE{lIiw] | CE[C3a)
BSM-1927  |Blast Furnace; EAF: Ladle Refining: Vacium Heat 0.19 0.BE 0.010 | 0.006 0.24 0.07 0.07 0.02 0.06 0.0003 - -
Vg Folr Sied Product | 0.21 | 085 | o011 | 0007 | 0.25 | 007 | 007 | 002 | 005 | 0.003 | 0.001 | 0.001 | 0.0003 | 0.38 | 0.38
Mechanical Properties
Heat Test Type Microstrocture Hardnass Flattening Test Tension Test Yield (RtD.5) | Tensile (Rm} YT Elongation (A)
50mm GL pi psi (RE0.5/Rm) %
B5M-1927 Heat Ferrite & Pearlite 75 HREW Pass Longitudinal; 19.05 mm x WT 41,300 63,300 0.63 a6
Heat Test Impact Test Temgp Impact Energy % Shear Lateral Expansion
Standard Sample Details - ] I [ AVG % [ 8 AVS mm mm mm AVG
BSM-1927 - - - - - - - -

Additional Detalls:
e herely certify that this pipe preduct was manufactured, sampled, tested and inspected by Bri-5teel Manufacturing Inc. in

accordance with AP SL-451h Ed,, ASTM/ASME A/SA106-2013 Grade B AfSAS3-2012, and the purchase order requirements, and

that the results meet the corresponding requirements.

# This pipe product meets the sour service requirements of NACE MRO175/150 15156-2:2009 Annex A2 for Region 3 Sour

Service-2009 NACE MAD103-2010 Section 2.1
Mo weld repalrs have been performed on this praduct.
+ This product has not come into contact with mercury during the Bri-Steal Manufacturing processes,
+ This certificate represents a quality control system thal is compliant with EN 10204:2004 Type 3.1,

Mill Test Certificate approved by

Tosys Lam, CE.T.
Assivtant (A Manager




RI-STEEL |

MANUEACTURING ING.

Product:

Production Methad:

Seamless Carbon 5teel Pipe

Hot Expansion

Product Heat Mumber:

Product Heat Treatment;

Mill Test Certificate

B5M-1927

Product Size: 24560

As-rolled

Production Date:

Certificate No.: MTR-

Bri-Steel Manufacturing Inc.

2125-64 Avenue, Edmonton, AB Canada TGP 124

Jul 0F, 2014
001217

Tel: 001 (780) 469-6603
Fax: 001 (780) 469-6986
www.bri-steel.com

Product Standards: ASME B36.10-2004, API 5L-45th Ed. Grade B PSL1, ASTMSASME A/SA106-2013 Grade B NDE, A/5A53-2012 Grade B Type 5, NACE MR0175-2009 MRO103-2010
Product Markings - -..m.-..mn—: <API & L/C No.> API SPEC 5L NP5 24 5CH 60 0.969 INCHWT GR B PSL1 SMLS 2014/07 NDE 130051
== HEAT BSM-1927 (PIPE # LENGTH MASS) 238.11b/ft ASTM/ASME A/SA106 GR B A/SA53 GR B NACE MRO175/MA0L03 MADE IN CANADA
Product: Details MWon-Destructive Testing
Heat Test Type Product Size Pieces | Length Mass Gelger |[Res. Mag. | WVisual oD ur ur ET HydroTest End
Ibfft WR{Rr Gauss Insp. WT  |ASTMEZ13| ASTM  |1900ps)f 55| Condition
BSM-1927 Heat MP5 24 5CH 60 0.9651In. WT [ DRL 238.1 <5 =10 Pass Pass Pass Pass Pass Pass Plain End
Chemical Analysis [wt3s)
Heat Steelmaking Method Test Type C Mn P 5 Si Cr Cu Mo Mi v Ti MNb B CE[IIwW)| CE[CSA)
B5SM-1927 M__l__ wﬁm-ﬂ“hﬂ__ Ladle Refining: Vacuum Heat 019 0.88 0.010 | 0.006 0.24 0.o7 0.07 0.02 0.06 0.0003 - .
it Product | 021 | 0.85 | 0011 [ 0007 | 025 | 007 | 007 | 002 | 0os | 0.oos | o.oo1 | 0.001 |0.0003 | 0.38 | 0.38
Mechanical Properties
Heat Test Type hicrostructure Hardness Flattening Test Tension Test Yield (Rt0.5) | Tensile (Rm) ¥/T Elongation {A)
S0mm GL psi psi (Rt0.5/Rm) 8
B5M-1927 Heat Ferrite & Pearlite 75 HREW Pass Longitudinal; 19.05 mm x WT 41,300 65,500 0.63 46
Heat Test Impact Test Temp Impact Energy % Shear Lateral Expansion
Standard Sample Details *C ] ] ] ANG % % % AVG mm mm mim AVG
B5SM-1927 - . - z N e e

Additional Details:
+ We hiereby certify that this pipe product was manufactured, sampled, tested and inspected by Bri-Steel Manufacturing Inc. in

accordance with APl 5L-45th Ed,, ASTM/ASME AJSA106-2013 Grade B AfSAS3-2012, and the purchase order requirements, and

that the results moet the carresponding réquiremenis.

¥ This pipe product meels the sour service requirements of NACE MRO175/1S0 15156-2:2009 Annex A2 for Region 3 Saur
Serdice-2009 NACE MRD103-2010 Section 2.1
+ Mo weld repairs have been performed on this product
# This product has nat come inko cantact with mercury during the Bei-Steel Manufacluring processes.
# This certificate represents a quality control system that is compliant with EN 10204:2004 Type 3.1,

hill Test Certificate approved by:

Tonya Lam, CET.
Aggistant A Manager

..ﬂ;Fu R . 2ot
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B MANUFACTURING INC. |

Product:

Production Method:

Praduct Standards:

Seambess Carbon Steel Pipe

Hot Expansion
ASME B36.10-2004, API 5L-45th Ed. Grade B PSL1, ASTM/ASME AfSA105-2013 Grade B NDE, A/SA53-2012 Grade B Type 5, NACE MRO175-2009 MRO103-2010

Praduct Heat Mumber:

Product Heat Treatment:

Mill Test Certificate

BSM-1927

As-rolled

Product Size: 24560

Production Date:
Certificate No.: MTR- 001217

Bri-5teel Manufacturing Inc.

2125-64 Avenue, Edmanton, AB Canada TGP 124

Jul 07, 2014

Product Markings PSS ERI STEEL <API & L/C No.> APl SPEC 5L NPS 24 5CH 60 0.969 INCHWT GR B PSL1 SMLS 2014/07 NDE 1900PS
o HEAT B5M-1927 (PIPE # LENGTH MASS) 238,116/t ASTM/ASME A/SAL06 GR B A/SA53 GR B MACE MRO175/MR0103 MADE IN CANADA

Tel: 001 (780) 469-6603
Fax: 001 (780) 469-6986
www.bri-steel.com

Product; Details Mon-Destructive Testing
Heat Test Type Product Size Pieces | Length Miass Geiger | Res. Mag. | Visual oD uT ur ET HydroTest End
Ibyft R/ hr Gauss Insp. WT ASTM E213| ASTM  |1900ps)/ S5s| Condition
BSM-1927 Heat NP5 24 SCH 60 0.9691n. WT [ DRL 238.1 <5 <10 Pass Pass Pass Pass Pass Pass Plain End
Chemical Analysis (wt3)
Heat _ Steeimaking Method Test Type c Mn P 5 5 Cr Cu Mo Mi W Tl Mk B CE[IW) | CE{CSA)
BSM-1927 _M”.““Hemu.hmnﬁ Ladle Refining; Vacuum Heat 0.19 058 0.010 | 0.006 | 0.24 0.07 0.07 0.02 0.06 0.0003 . .
Product | 0.21 0.85 0.011 | 0007 | 0.25 0.07 0.07 0.02 0.05 0.003 | 0.001 | 0.001 | 0.0003 | 0.38 0.38
Mechanical Properties
Heat Test Type Microstructure Hardness Flattening Test Tension Test Yield (RtD.5) Tensile {Rm) YT Elangation (A}
S0mm 6L psi psi {Rt0.5/Am) %
BSM-1927 Heat Ferrite & Pearlite 75 HRBW Pass Lengitudinal; 19.05 mm x WT 41,300 65,500 0.63 46
Heat Test Impact Test Temp Impact Energy ¥ Shear Lateral Expansion
Standard Sample Details *C ] ] ] AVG % % % AVG mm mm mm | AVG
BSM-1927 - - - - - -

Additional Details:

« W heraby certify that this pipe product was manufactured, sampled, tested and inspected by Bri-Stesl Manufacturing Inc. in
accordance with APl SL-45th Ed., ASTM/ASME AfSA106-2013 Grade B A/SAS3-2012, and (he purchase order requirements, and
that the results meet the corfespondmg requirements.

+ This pipe product mests the sour service requiraments of NACE MRO175/1S0 15156-2:2000 Annex AZ for Region 3 Sour

Service-2009 NACE MRO103-2010 Section 2.1
# Mo weld repairs have been performed on this product.
¥ This product has not come into contact with mercury during the Bri-Steel Manufacturing processes,
+ This certificate represents a quality control system that ks compliant with EN 10204:2004 Type 3.1.

Mill Test Certificate approved by:

Tomya Lam, CET
Assistant QA Manager
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B MANUFACTURING INC

Product:

Production Method:

Product Standards:

Product Markings P aiE

Seamless Carbon Steel Pipe

Hot Expansion
ASME BI6.10-2004, API SL-45th Ed. Grade B PSL1, ASTM/ASME A/SA106-2013 Grade B NDE, A/SAS3-2012 Grade B Type 5, NACE MA0175-2009 MRO103-2010

Product Heat Number:

Product Heat Treatment:

Mill Test Certificate

B5M-=1927

Product Size:

As-rolled

24560

Production Date:

Bri-Steel Manufacturing Inc.

2125-64 Avenue, Edmonton, AB Canada TeP 124
Tel: 001 (780) 469-6603

Fax: 001 {780) 469-6%85

wenw bri-steel.com

Jul 07, 2014

Certificate No.: MTR- 001217

<AP| & L/C No.> API SPEC 5L NPS 24 5CH 60 0.969 INCHWT GR B P5L1 SMLS 2014/07 NDE 190051
HEAT BSM-1927 (PIPE # LENGTH MASS) 238.11b/ft ASTM/ASME A/SAL06 GR B A/SA53 GR B NACE MRO175/MRO103 MADE IN CANADA

Product: Details Mon-Destructive Testing
Heat Tast Type Product Size Pieces | Length Mass Geiger |Res. Mag.| Visual an ur uT ET HydroTest End
Ib/ft HRShr Gauss insp. WT ASTME213| ASTM  |1900pS)f 5s| Condition
|BShA-1927 Heat MPS 24 5CH 80 0.968in. WT 6 DRL 238.1 <5 <10 Pass Pass Pass Pass Pass Pass Plain End
Chemical Analysis [wt¥)
Heat Steelmaking Method Test Type| C M P 5 5l Cr Cu Mo Ni v Ti Nb B | CE{liw)] CE[CSA)
BSM-1927  |Blast Furnace; EAF; Ladle Refining: Vatuum Heat 019 0.88 | 0,010 | 0.006 0,24 0.07 0.07 0.02 0.0& 0.0003 - -
< F
i Product | 0.21 | 0.85 | 0.011 | 0.007 | 025 | 0.07 | 0.07 | 002 | 0.05 | 0.003 | 0.001 | 0.001 |ooo02 [ 038 | 038
Mechanical Properties
Heat Test Type Microstructure Hardness Flattening Test Tension Test Yield (RE0.5) Tenslle (Rm) Y/ Elangation (A}
S0mm GL pei psi (RtD.5/Rm) %
B5M-1927 Heat Ferrite & Pearlite 75 HRBW Pass Longitudinal; 19.05 mm x WT 41,300 65,500 0.63 46
Heat Test Impact Test Temp Impact Energy % Shear Lateral Expansion
Standard Sample Details C ] ] 1 AVG % % -4 AVG mim mm mm AVG
BSM-1927 - - - - g Z R = 2 2 5 i
. Mill Test Certificate approved by:
« \We hereby certify that this pipe product was manufactured, sampled, testad and Inspacted by Bri-Stesl Manufactuflng Ine. in
accordance with API SL-45th Ed,, ASTM/ASME A/SA106-2013 Grade B A/SAS3-2012, and the purchase order reguirements, and
that the results meet the corresponding reguirements.
i
# This pipe product meets the sour service requirements of NACE MRO175/I50 15155-2:2008 Annex A2 lor Reglon 3 Sour f, .—...m._.l...lv-i..._ \;W.J\-.nm L 4] ] . 2 / Y
Service-2009 NACE MRO103-2010 Section 2.1 e .L_
Tonya Lam, C.L.T.

+ Mo weld repairs hava been performed on this product.
+ This product has not come into contact with mercury during the Bri-Steel Manufacturing processes.
¢ This certificate represants a quality control system that is compliant with EN 10204:2004 Type 3.1,

Asitant (LA Manager




RI-STEEL

Product:

Production Method:

Product Standards:

Product Markings

Seamless Carbon Steel Pipe

Hot Expansion
ASME B36.10-2004, AP 5L-45th Ed. Grade B PSL1, ASTM/ASME A/SA106-2013 Grade B NDE, A/SA53-2012 Grade B Type 5 NACE MRO175-2009 MRO103-2010

Product Heat Number:

Mill Test Certificate

Product Heat Treatment:

BaM-1927
As-rolled

Product Size: 24560

Production Date:
Certificate No.: MTR-

Bri-Steel Manufacturing Inc.

2125-64 Avenue, Edmonton, AB Canada TP 124

Iul 07, 2014
001217

T BRI-STEEL | <7 & L/C No.> API SPEC 5L NPS 24 SCH 60 0.969 INCHWT GR B PSL1 SMLS 2014/07 NDE 1900p5|
e HEAT BSM-1927 (PIPE #f LENGTH MASS) 238.11b/ft ASTM/ASME A/SA106 GR B A/SAS3 GR B NACE MRO175/MRO103 MADE IN CANADA

Tel: 001 (7&0) 469-6603
Fox: 001 (780) 469-5986
www.bri-steel.com

Product: Details Mon-Destructive Testing
Heat Test Type Product Size Pieces | Length Mass Gelger | Res. Mag. | Visual oD uT ur ET HydroTest End
Ibfft R/ e Gauss Insp. WT  |ASTME213] ASTM  |1900psl/ 55| Condition
BSM-1927 Heat NP5 24 SCH 60 0.969In. WT ] DRL 238.1 <5 <10 Pass Pass Pass Pass Pass Pass Plain End
Chemical Analysis (wit)
Heat Stesimaking Method Test Type C Mn P 5 Si cr Cu Mo Mi v Ti Nb B CE[IIW)| CE{CSA)
BS5M-1927 HH_HHM _ﬁm Ladle Refiring: Vistuum Heat 015 | 088 | 0,010 | 0.006 | 024 | 007 | oO7 | 002 | 0.08 0.0003 - -
' Product | 0.21 0.85 0.011 | 0.007 0.25 0.07 0.07 D.02 0.05 0.003 | 0.001 | 0.001 | 0.0003 | 028 0.38
Mechanical Properties
Heat Test Type Microstructure Hardness Flattening Test Tension Test Yield (RtD.5) | Tensile {Rm) Y/T Elongation (A)
S0mm GL psi psi [Rt0.5/Rm) 5
BSM-1927 Heat Ferrite & Pearlite 75 HRBW Pass Longitudinal; 19,05 mm x WT 41,300 65,500 0.63 456
Heat Test Impact Test Temp Impact Energy % Shear Lateral Expansion
Standard Sample Details C l J J AVG 5% % % AVG mm mm mm | AVG
|BSha-1927 - - . - - . - - - -

Additional Details:

+ W hereby certify that this pipe product was manufactured, sampled, tested and Inspected by Bri-Steel Manufacturing inc. in
actordance with AP| SL-45th Ed., ASTM/ASME A/5A106-2013 Grade B A/$A53.2012, and Lhe purchase order requirements, and
that the results meet the correspanding requirements.

+ This pipe product meets the sour service requirements of NACE MRO175/1S0 15156.2:2009 Annex AZ fer Region 3 Sour
Service-2009 NACE MRO203-2010 Section 2.1

' No weld repairs have been performed on this product.

# This product has not come inte contact with mercury during the Bri-Sleel Manufacturing proessses.

« This certificate represents a quality control system that s compliant with EN 10204:2004 Type 3.1,

Mill Test Certificate approved by:

Tonya Lam, C.ET.
Asststant OA Manager




